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Assembling Your Pockey™ 2 in 1 Gametable

Congratulations on your purchase of the Fat Cat "Pockey "
Gametable!

This manual is to instruct you during the assembly of your new
table. Four people required for some steps.

Careful handling of all parts during assembly will ensure many
years of enjoyment!

WARNING: Changing of game should be done under
adult supervision.

Rotating table may pose a finger pinching hazard for young
children. Please exercise caution.

Never open fan compartment while fan is running. To do so may
cause serious injury.

STEP 1 . Assembling bases. Carefully remove two (#15)

pedestals, two (#16) bases, four (#13) levelers and eight (#5) 1-1/2" flat
head screws from packaging. Insert levelers into pre-drilled holes in
bottom of bases and secure part way.

STE P 2 Assembling

Bevel faces —1 pedestals. Insert pedestals
the outside Into bases as shown, and

1 5 secure each with four (#5)
Wider sl Outside 1-1/2"flat head screws.
to the inside
of the table




STEP 3 Attaching L-supports and hinges. Place a (# 14)

hinge in the precut slots on the edge of each pedestal. Using the
{(# 8) 3/4" flat head screws. attach (# 14) hinges to the pedestals
as shown. Making sure spine of hinge faces the outside. Align
hinges with slots in each (# 17) L-support and secure with (# 8)
3/4" flat head screws.

Outside
of hinge




STEP 4 Assembling ball storage trays.Each tray consists of a

(#18) bottom panel, a (#20) outside rail, a (#21) inside rail, two (#19)
end pieces and (#22) 3 bottom supports. With (#1) 1"flat head screws,
secure (#20) outside and (#21) inside rails to one of the (#19) end
panels. Slide the (#18) bottom panel into precut slot and snap

on other (#19) end panel, Secure with (#1) 1"flat head screws. Flip
storsge tray upside-down.Place 3 (#22) bottom supports into cutouts,
and secure with (#1) 1" flat head screws.Repeat for the other tray




STEP 5 installing L-support locks. Insert (#9) lock boits mto

predrilled holes into the outside rail of ball storage trays.Place (#10)
washer, (#12) spring washer and {(#11) hex nut over threaded end
and tighten.

-

STEP 6 Assembling the cabinet. With the heilp of another

person, LOOSELY attach the ball storage trays {making sure the
outside rails face out) to both pedestais with (#4) 5/16" washers and (#3)
1-1/2" hex bolts,Lack L-supports to ball storage trays by pressing hard on
the L-support. With L-spports in lock pasition finish tightening scerws.
Adjust screws to make sure L-supports lock and unlock easily.




STEP 7 Attaching rotating

playing table. Place a (#6) 20MM hex
nut and (#7) two washers over each
threaded shank on one end (with out
wire) of the playing table and tighten;
Cn another end (with wire), (#6) 20mm
Hex nut and (#7) twa washers have
pre-placed on wire. With the help of
three other peaple,lift the (#23) playing
table top and rest it in the center
groave on the top of each pedestal.




STEP 8. Securing table

top, Thread (#7) washer and
(#6) 20MM hex nut over the
end of a threaded shank,

STEP 9. Securing table top. Using the (#28) wrench. tighten

{#6) hex nuts TOWARD pedestals. Make sure the distance between
table top and hex nut are equal on both ends of table. Adjust as
necesary. Rotate a few times and continue to tighten until the
threaded shank stops rotating.

Equal distance between

the table and pedestal Tablc cdge Pedesta! edge
on both ends of table

=

Pedestal









